SL 585

b durable heavy-duty gear-driven operator

/ m for use on heavy gates and high-cycle
applications such as gated communities

and industrial locations

The powerful design supports gate lengths up to 70 feet and gate
weights up to 1,600 pounds. A strong powdercoated galvanized

steel chassis, all-weather gearbox, as well as a weather-
resistant, lockable cover ensure years of rugged and reliable
performance. This model is ideal for heavy commercial and
industrial installations and is UL325-compliant.

built-in 312HM radio receiver

universal footprint

e Easily adapts operator to common footprints

o Simplifies retrofit applications by adapting to pre-existing
pads for Link, Stanley or LiftMaster operators

larger control box
* Provides ease of access to major components
e Improved terminal strip labeling simplifies installation
and saves time @
e Common wiring diagram for SL 575 and SL 595 models

integrated 3-button control station
— ¢ 3-button control station incorporated into the outside of
the control box to speed installation and troubleshooting

large accessory tray

* Provides convenient location to mount loops and
other accessories

¢ Tray includes access ports and other knockouts for
running power and control wiring

the LiftMaster® gate logic (GL) board external manual disconnect
provides many en hanced and exclusive o Convenient, easy-to-access disconnect allows gate to be
features as STANDARD opened in the event of a power loss without removing the

operator cover

external reset button
¢ Simplifies resetting the gate operator when alarm is activated
e Meets UL325 requirements

e Fully Adjustable Inherent Obstruction Detection System

e Advanced Dual Gate Operation

e “Sequenced Access Management” (SAM) System

e Industrial Surge and Spike Protection

e Digital Logic Control Allowing for Long Control Lines of
Over 1,000 Feet

e Separate Open and Close External Sensor Inputs

e 17 LEDs to Ease Installation and Speed Diagnostics
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